
 
TECHNICAL MANUAL 

ROLLER ECLIPSE (With Valance) 
 
1. Installation tools: Level, pencil, measuring tape steel, tip and flutes screwdriver. Plastic or wooden hammer, green 

or blue ramplug, caliper, drill 

 
 
2. Product and accessories including: 

Ref Description Picture 
Quantity/Size 

80 100 110 120 150 170 200 
A Roller Eclipse Blind 

 

1 1 1 1 1 1 1 

B Metal Brackets 
 

2 2 3 3 3 4 4 

C Long screws  5 5 7 7 7 9 9 

D Rawplug  5 5 7 7 7 9 9 

E Chain Clamp 
 

1 1 1 1 1 1 1 

 
3. Installation 

 
Step Action Observation Picture 
1. Brackets 
installation 

- Define if the brackets will install to the ceiling or wall. 
 
- Align the brackets and mark with a pencil the point 
where to will drill with drill 
 
- Attach the brackets using the screws provided. Can 
use Ramplug. 
 

Always use the level 
as a tool to ensure 
your blind is properly 
aligned, as this will 
ensure proper 
operation. 

 
 

 
To ceiling 

  
To wall 

 

2.  Blind 
installation 

- Slightly tilt the headrail front down and insert the 
brackets tabs (1) in the rear slot of headrail 
 
- Slightly push the front lever of the bracket (2) until to 
fit the front tab on the front slot of the headrail (3) 

Make sure that the 
blind is properly 
secured to the 
brackets 

 

 

 
 

 
 

3. Chain clamp 
installation 

- Attach the chain clamp to the wall. 
- Insert the chain to the clamp. 

Keep the tied chain 
and outside of reach 
the children  

 
4.  Operation: Operate the blind pulling the control chain. 

 
5. Maintenance: The fabric to Roller Eclipse, repels dust therefore requires little cleaning. Passing a duster is the 

maximum that will be needed in most cases. When necessary, can be cleaned by gently rubbing with a sponge. 
 

 

Cords and chains can tangle around a child's neck and strangle. 
- Always keep the chains and cords out of children reach. 
- Move furniture, cribs and beds distant from the cords and chains. 

 

WARNING 


